
Model: DTQ450 

ProAccurate® Quick Tip™ 
Thermometer 

-40º to +450ºF/-40 to +230ºC 

CDN’s ProAccurate® Quick Tip™ Thermometer 
includes new and innovative technology perfect for 
any chef. The thermometer sensor is located at the 
red tip (Quick Tip™) and when inserted only 1/4 of 
an inch will provide an accurate and stable response 
in less than 8 seconds. The DTQ450 includes a 
unique and simple one-button recalibration feature, 
which will recalibrate the thermometer in 
two seconds. The DTQ450 is waterproof. 

Features

•	 NSF approved 
•	 Waterproof – submersible for 30 min at 

a depth of 1 meter 
•	 Self-calibrating in 2 seconds using a bowl 

of ice water 
•	 Quick Tip™ sensor at thermometer tip – 

8 second or less rapid response 
•	 Large and easy to read LCD 
•	 Data hold locks reading 
•	 Protective sheath can be used as handle extension 
•	 Temperature guide on sheath 
•	 Auto-off after 10 minutes 

Specifications

Instrument Range: -40º to +450ºF/ -40º to +230ºC 
Accuracy: +/- 0.5º in critical food safety 

range of 130º to 180ºF 
Display Size: 0.875 W x 0.5 H (in)/ 

2,2 W x 1,3 H (cm) 
Sensor Length: 5”/12,7 cm stem 
Power: 1 LR44 battery included 
Weight: 1.2 oz/34,0 g 
Other: • NSF approved 

•	 Waterproof 
•	 Shatterproof 
•	 Data hold 
•	 Big digit 
•	 On/off switch & auto-off 
•	 304 stainless steel housing 
•	 Pocket clip 
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