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Adjustable Floor

Wall Mount

Industrial Air Circulators - 115V

3 Year Warranty
Features

• 115V, 60 Hz, 1/3 HP, 1 Phase, 3 Speed, Totally Enclosed Ball Bearing Motor
• Wall Mount is supplied with the required Safety Cable Kit.

*Used with EDP # 37772 Mounting Bracket.
• All Parts Packaged in One UPS Shippable Carton
• 15’ Three Conductor Supply Cord and Plug
• Guard Meets OSHA Standards
• Galvanized Steel Propeller
• 2 Mounting Options
• All Stocked

Performance Ratings are conducted in accordance with AMCA Standard 230-99

EDP No. Catalog No. Prop Dia. Fan Style
CFM RPM Motor 

Number
F.L.

Amps Ship Wt.
High Med Low High Med Low

71567 I-24-OAP 24” Adjustable Floor
5548 4699 4062 1110 958 856 0-3B 3.2

86

71565 I-24-OIW 24” Wall Mount 57

71568 I-30-OAP 30” Adjustable Floor
7794 5943 5143 1091 871 759 0-3B 3.2

95

71566 I-30-OIW 30” Wall Mount 61

EDP No. Catalog No. Prop Dia. HP Ship Wt.
71608 18-IAC-MGBO 18” 1/5 32

71609 20-IAC-MGBO 20” 1/5 36

Oscillating Assembled Fan Heads 

Unit Packs  
Oscillating

Type
Tilt (In Degrees) Oscillating

Up Down
Floor 30° 20°

Wall 0° 20°

0° = Horizontal Plane

Features

• Oscillating Fan Heads are NOT to be used in Upside Down Position
• Motor, Guard, and Propller are Pre-Assembled
• 30” Head Assembled is UPS OverSize 2

71610 24-IAC-MGBO 24” 1/4 46

38422 30-IAC-MGBO 30” 1/3 56


