
•  Includes stainless cover for 
refrigerated area.

•  Interior cabinet consists of full 
stainless steel liner.

•  Exterior cabinet consists of full 
stainless steel shell.

•  Plastic non-scratch feet included.

•  Self-contained capillary tube system 
using environmentally friendly CFC 
free refrigerant (R290).

•  Includes 1/6 size 69 deep stainless 
pans and covers.

•  Stainless pan supports included.

•  Electronic thermostat with external 
digital LED display for accurate 
control and easy reading.

•  Tested to NSF Standard 7 requirements 
for open food storage.

•  Full one year parts and labor warranty.

•  NOTE: No defrost systems. ACP is 
designated as an “in-service” item.  
Unit needs to be shut off to defrost.

Refrigerated Counter-Top Prep Units

Model External Dimensions Temperature Cord Pans Amps NEMA Crated
Number Width  Depth*  Height** Range Length (1/6 Size)  Plug Weight (lbs.)

ACP40 39.59  15.59 119 337F to 417F 8* 6 2 5-15P 90

ACP48 47.259 15.59 119 337F to 417F 8* 8 2 5-15P 100

ACP55 55.09  15.59 119 337F to 417F 8* 10 2 5-15P 105

ACP63 63.09  15.59 119 337F to 417F 8* 14 2 5-15P 125

Optional:
Glass sneeze-guard available 

Part  No. 65300K — ACP 55 
Part  No. 65400K — ACP 48 
Part  No. 65500K — ACP 63 
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