
  Cup Rim Under Ring Mounting
 Model Diameter Counter Bezel Hole
 Number Range Length Diameter Cut-Out 

 SLR-1 21⁄2”–37⁄8” 22” 61⁄8” 41⁄2”

 SLR-1S 21⁄2”–37⁄8” 17” 61⁄8” 41⁄2”  

 SLR-2 3”–41⁄2” 22” 71⁄8” 51⁄4”

 SLR-2S 3”–41⁄2” 17” 71⁄8” 51⁄4”

 SLR-2L 3”–41⁄2” 28” 71⁄8” 51⁄4”

MOUNTING HOLE 
CUT OUT

RING BEZEL DIAMETER 
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SLR
SERIES IN-COUNTER INTERCHANGEABLE BAFFLE CUP DISPENSERS

DISPENSE-RITE  
interchangeable baffle  
gasket system

SELF ADJUSTING DISPENSING FLEXIBILITY
SLR SERIES IN-COUNTER INTERCHANGEABLE BAFFLE CUP DISPENSERS

DISPENSE-RITE SLR Series cup dispensers feature quality ABS plastic  
construction combined with an interchangeable silicone baffle gasket system to 
accommodate a full range of cup sizes from 4 oz. to 44 oz.

A calibrated compression spring ensures one at a time dispensing in horizontal, 
angled or vertical mounting positions. The integrated mounting collar fully supports 
the dispenser in horizontal, angled or vertical mounting positions; no additional 
support is necessary. All models are NSF listed.
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The SLR-2 is a  One-Size-Fits-All  model that offers maximum dispensing flexibility. 
This dispenser is designed to accommodate a variety of 8 oz. to 44 oz. paper, plastic 
or foam cups with rim diameters ranging in size from 3”–41⁄2”.  This model comes in 
three under counter lengths: 22”, 17” and 28”.  The SLR-2 models require a 51⁄4” hole. 

The SLR-1 is a  Slim-Line  model that is ideal for smaller cup sizes and tight spaces. 
The SLR-1 accepts 4 oz. to 24 oz. paper, plastic or foam cups with rim diameters 
from 21⁄2”–37⁄8”.  The SLR-1 model requires a 41⁄2” hole cut-out and is great for 
many retrofit applications as it combines dispensing flexibilty with space savings.



Cup Type : Position : Spring

Foam Cups : Any Position : F Spring

Paper Cups : Horizontal : F Spring

Plastic Cups : Horizontal : F Spring

Paper Cups : Angled : P Spring

Plastic Cups : Angled : P Spring

Paper Cups : Vertical : P Spring

Plastic Cups : Vertical : P Spring

The optional S T L - 2 - S M B  wire  
surface mount bracket mounts to  
any flat surface or wire shelf and allows 
you to mount a SLR-2 cup dispenser in 
horizontal, vertical or angled positions. 
Maximum counter lip is 1/2”.

Dimensions 
H x W x D
71⁄8” x 6” x 153⁄4”

NO REAR 
FABRICATION 

NEEDED

Dispensers ship with both the  
“F” and “P” compression springs.

Single spring models are available; 
see price list for additional information. 

fax 847.753.964811www.dispense-rite.com

ABS PLASTIC CONSTRUCTION
 IN-COUNTER INTERCHANGEABLE BAFFLE CUP DISPENSERS SLR

SERIES

Color Ring Bezels

Under Counter Bracket

Spring Configurations

22” UNDER COUNTER LENGTH S L R - 2

One-Size-Fits-All  8 oz. to 44 oz.

17” UNDER COUNTER LENGTH S L R - 2 S

One-Size-Fits-All  8 oz. to 44 oz.

28” UNDER COUNTER LENGTH S L R - 2 L

One-Size-Fits-All  8 oz. to 44 oz.
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Optional colored ring bezels are  
available for SLR-2 Series cup  
dispensers in this popular color:

•  SILVER SATIN  
(stainless faux finish) 

22” UNDER COUNTER LENGTH S L R - 1

4 oz. to 24 oz.

17” UNDER COUNTER LENGTH S L R - 1 S

4 oz. to 24 oz.

SLR-2, SLR-2S AND SLR-2L ONE-SIZE-FITS-ALL  
IN-COUNTER INTERCHANGEABLE BAFFLE CUP DISPENSERS
These dispensers accommodate a variety of 8 oz. to 44 oz. paper, plastic or foam cups 
with rim diameters ranging in size from 3”–41⁄2”.  The SLR-2 models require a 51⁄4” hole.  

With three under counter lengths to choose from the SLR-2 cup dispenser can be  
ordered to suit your particular installation requirements.

SLR-1 AND SLR-1S SLIM-LINE  
IN-COUNTER INTERCHANGEABLE BAFFLE CUP DISPENSERS
The SLR-1 accepts a variety of 4 oz. to 24 oz. paper, plastic or foam cups with rim  
diameters from 21⁄2”–37⁄8”.  This model requires a 41⁄2” hole cut-out and is great for 
many retrofit applications as it combines dispensing flexibilty with space savings.


