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Models 
o PP4  o PP5

Standard Features
•	 Press dish forms 4" diameter (PP4) or 5" diameter 

(PP5) patty
•		Rugged	anodized	aluminum	base	with	stainless	 
press	bowl	and	press	plate

•		Heavy-duty,	single-level	press	handle
•		Detachable	wax	paper	divider	holder
•		Compact	ergonomic	design,	stores	easily	on		
countertop	or	in	a	cabinet

•	 Manually	operated

Standard Accessories
•	 500	count	round	wax	paper	patty	dividers

Warranty
•	 One-year	replacement	warranty		
or	general/limited	replacement	parts

Optional Accessories/Attachments
•	 Conversion	kits	
	 -	Change	between	4"	and	5"	diameter	patties	on	
either	model

•	 5,000	count	wax	paper	patty	dividers	

To	select	options,	see	complete	list	on	back	

Make	Perfect	Patties	
Every	Time!	

	
Accepts a variety of ground meat, seafood 
and poultry!

PP4

Manually Operated Single 
Mold Patty Press
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Globe Manually Operated Patty Presses PP4 / PP5

15''	H

7'' W

9''	D

11.75'' W

* Note: extended width varies depending on patty press bowl size that is in place.

12.75''	H

11.25"	D

7'' W 

17.5''	D			
(PP5)

17''	D			
(PP5)

Press Bowl OpenPress Bowl Closed

SPECIFICATIONS
Model Controls Patty Size Meat Wt Yields**

PP4 Manual 4''	Dia	/	0.75''	thick 4-6	oz	/	0.25-0.3	lb 4	patties	per	pound

PP5 Manual 5''	Dia.	/	0.75''	thick 6-8	oz	/	0.3-0.5	lb 2	patties	per	pound

 DIMENSIONS  |  SHIPPING INFORMATION 
Cartons	reinforced	for	shipping.	The	weight	and	dimensions	of	reinforced	carton	are	included	below	and	may	vary	from	shipment	to	shipment.  
Freight class 77.5

Model Overall Dimensions (press bowl open) Net Wt Shipping  Dimensions Ship Wt

PP4 7"	w		x		17"	d	x	15"	h
(17.78	cm	x	43.18	cm	x	38.1	cm)

12.5	lbs	 
(5.7	kg)

11"	w		x	14''	d		x	16''	h 
(27.94	cm	x	35.56	cm	x	40.64	cm)

15	lbs	 
(6.8	kg)

PP5 7"	w		x		17.5"	d	x	15"	h
(17.78	cm	x	44.45	cm	x	38.1	cm)

12.5	lbs	
(5.7	kg)

11"	w		x	14"	d		x	16"	h 
(27.94	cm	x	35.56	cm	x	40.64	cm)

15	lbs	 
(6.8	kg)

**Patty capacity based on testing of 93% lean ground beef.

Patty Press has anodized aluminum base with stainless steel press bowl and press plate. Unit is manually operated with a heavy-duty, single-level 
press handle, and detachable paper holder. A variety of ground meat, seafood or poultry may be used in press. Based on model, press will make 
a 4" or 5" diameter patty, with conversion kits available to change between 4" and 5" diameter patties on either model. Patty Press is NSF listed. 
Warranty is one year replacement or general/limited replacement parts.

OPTIONAL ACCESSORIES

 PPCK425 converts	4"	press	to	5"	press
 PPCK524 conversion	kit	converts	5"	press	to	4"	press

 PATTYPAPER4 4"	round	wax	paper	divider,	sold	by	the	case/5,000	per	case
 PATTYPAPER5 5"	round	wax	paper	divider,	sold	by	the	case/5,000	per	case


