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Models  
o GSP18G
  
Standard Features
•	 High	performance	100,000	BTUs	(90,000	LP)	two-
piece	ring-type	cast	iron	burner	provides	maximum	
cooking	performance

•	 Heavy-duty	large	one-piece	cast	iron	grate
•	 Standing	pilot	for	easy	ignition
•	 Manual	on/off	control	valve
•	 Cool	to	the	touch	stainless	steel	bull	nose	front	pro-
vides	knob	protection	and	comfortable	work	zone

•	 Removable	crumb	tray	for	easy	cleaning
•	 Heavy-duty	6"	legs	with	a	1-1/2"	adjustment
•	 Stainless	steel	construction

Warranty
•	 2	years	parts	and	labor

*For commercial indoor use only

Quality, Performance 
and Value!

Designed	to	quickly	heat	large	pots	of	
soup,	pasta,	sauce	and	more!

Gas Stock Pot Range

GSP18G

New from Globe!

hgw
Square Clear

http://www.centralrestaurant.com?cid=wsspec
tel:18662851252
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Gas Stock Pot Range GSP18G

For indoor use only

 DIMENSIONS  |  SPECIFICATIONS  |  SHIPPING INFORMATION 
Reinforced	carton	for	shipping,	weight	of	carton	included	below	and	may	vary	from	shipment	to	shipment. 
Shipped on a pallet. Freight class 85.

Model Product Dimensions Net Wt No.  
Burners

Natural Gas 
BTUs/hr LP BTUs/hr BTUs 

(Total) Shipping Dimensions Ship Wt

GSP18G 18.1"	x	27.2"	x	25.6"
(45.97	cm	x	69.08	cm	x	65.02	cm)

91.5	lbs.	 
(41.5	kg) 2

48,000	inner

52,000	outer

45,000	inner

45,000	outer

90,000	LP

100,000	NG
20.47"	x	29.13"	x	26.18" 

(52 cm x 74 cm x 66.5 cm)
136.7	lbs	 
(62	kg)

Gas stock pot range is constructed of brushed stainless steel with cool-to-touch dials and heavy duty adjustable feet. Standing pilot and manual 
on/off control valve. High performance 90,000 BTU LP and 100,000 BTU natural gas. Cast iron burners, stainless steel removable catch tray. 
Gas connection is 3/4" N.P.T. males and a convertible pressure regulator is provided for either LP or natural gas. 2-year parts & labor warranty.

GAS REQUIREMENTS AND INFORMATION
•	Natural	gas	or	LP	main	supply	required 
•	3/4	male	connection,	all	units	supplied	with	convertible	Natural	and	LP	gas	regulator
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