
Sprayer

Washer

K-113
Replacement
Stainless Steel 
Braided Hose

K-114
Replacement
Spray Head
& Handle

Body

Ring for 
Continuous 
Water Flow

FLOW RATE:
1.6 GPM @ 60 PSI

FAUCET PARTS - EXPLODED VIEW
For Model: DTA-53

Coupling
Washer

Flange
Coupling

Wall Mount 
Bracket

3/8” Dia. Riser

Wall Mount
Bracket Screws (2)

Heavy Duty
Chrome Plated

Spring

Adjustable
Sprayer

Hook

1/2” NPT
Female
Thread

Conforms To NSF 61/9 Lead Free Requirements

www.advancetabco.com

Customer Service Available To Assist You 1-800-645-3166 8:30 am - 8:00 pm E.S.T.

For Orders & Customer Service:  
Email: customer@advancetabco.com or Fax: 631-242-6900

For Smart Fabrication™ Quotes:
Email: smartfab@advancetabco.com or Fax: 631-586-2933

ADVANCE TABCO is constantly engaged in a program of improving our products. Therefore, we reserve the right to change specifications without prior notice.    © ADVANCE TABCO, MARCH 2019

WARNING: Equipment that includes a faucet may expose you to chemicals, including lead, that are known to the State of California to cause cancer or birth defects or other reproductive harm. For more Info.,visit www.p65warnings.ca.gov.

WARNING: Equipment that includes a faucet may expose you to chemicals, including lead, that are known to the 
State of California to cause cancer or birth defects or other reproductive harm. For more Info.,visit www.p65warnings.ca.gov.

WARNING: Faucets on this page may expose you to chemicals, including lead, that are known to the State of California to cause cancer or birth defects or other reproductive harm. For more Info.,visit www.p65warnings.ca.gov.


