
                                                                                  

   
  
 
   
 
 

 

                                       

AIRPOT POUROVER BREWER
 
Project 

Features 

CPO-SAPPDate Models Item# Quantity 

model CPO-SAPP 

• Solid and dependable, the CPO portable airpot pourover brewer. 
• Stand-alone, temperature-controlled powerhouse brews directly into airpot. 
• All stainless steel construction. 
• Completely portable unit. 
• Requires no plumbing. 
• 1.2 gallon (4.5 L) tank capacity. 

0215 Form # BW-276-01 Brewers

http://www.centralrestaurant.com/Grindmaster-CPO-SAPP-Pourover-Airpot-Brewer-c65p72106.html
tel: 18662851252


    
   

Models & Dimensions
 
Airpot Pourover Brewer 

Specifications
 

Model Description Electrical 
Product Dimensions 

(H x W x D) 
Ship Dimensions 

(H x W x D) 
Ship 

Weight 

CPO-SAPP 
(0002-00003) 

Brews directly into airpot. 120V / 15A 
1400 W / 1 Ph 

25” x 8.1” x 18.4” 
(64 cm x 21 cm x 47 cm) 

28.25” x 12” x 23.5” 
(72 cm x 30 cm x 60 cm) 

31 lbs. 
(14 kg) 

Note:  Decanters sold separately. Accessories available separately. 
Electrical: NEMA 5-15P or 5-20P line cord included. 
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