
B E N E F I T SB E N E F I T S

WIRELESS REMOTE THERMOMETER & TIMER

Keep temperature measurements close at hand from anywhere in the 
kitchen with the Wireless Remote Thermometer & Timer from San Jamar.

A mobile display, a receiver and an oven/grill-safe probe helps 
increase mobility in the kitchen. Constant temperature readings 
are sent to the mobile display using radio waves. Unlike other 
wireless thermometers that use Bluetooth to communicate, 
radio provides the thermometer a strong signal with up to a 
200 ft. range, regardless of what’s in between. Obstacles such as 
walls and appliances obstruct Bluetooth connection and cut off 
communication between devices. 

Eliminate the need for manual monitoring. Custom temperature alerts 
can be set, or the thermometer can also store preset target cooking 
temperature alerts for various degrees of doneness of beef, lamb, 
veal, hamburger, pork, turkey, chicken and fish. The back-light mobile 
display will alert chef’s when their dish has been cooked to perfection.
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FEATURES Wireless Remote Thermometer & Timer

Z022819E

Oven and grill-safe 
stainless steel probe

Timer mode counts 
up or down to a 
maximum of 99 minutes, 
59 seconds

Communicates via radio waves with a 
wireless range up to 200 feet

Programmable 
custom temperature 
alert

Built-in kickstand 
and belt clip

Preset target cooking 
temperatures for 8 
different kinds of meat Easy to read back-light display

Item Temp Rating Dimensions Units Digital/Analog

THDGWL 32°F to 482°F (0°C to 250°C)
Probe: 6.5" (165 mm)
Display: 4.75"H x 2.9"W x 0.75"D (121 x 74 x 19 mm)
Base Antenna: 3.75"H x 2.9"W x 0.75"D (95 x 74 x 19 mm) 

Celsius, Fahrenheit Digital


