
TCell™ 

Continuous Odor Control System 

Revolutionary odor control! TC’s TCell™ 

system is the latest innovation in 
air care technology. 
	 
•	Highly	effective,	continuous	odor	control. 
•	Patented,	precision	dosing	delivery	system. 
•	Sleek,	attractive	cabinet	design	will	fit	any	decor. 
•	One	dispenser	covers	an	area	up	to	6,000	cubic	feet	 
	 (approximately	4	toilets	or	urinals). 
•	Lifetime	warranty. 
•	Wide	array	of	fragrances	available	to	meet		 
	 customer	preferences. 
•	Silent	operation. 

Low Maintenance 
•	Refill	lasts	60	or	90	days.	 
•		No	batteries	required. 

Environmentally friendly 
•	No	propellants	or	added	V.O.C.’s 
•	No	batteries. 
•	Up	to	66%	refill	source	reduction	over	 
	 traditional	30	day	systems. 
•	Recyclable	refill. 

Dispenser Installation 
Position	the	dispenser	in	an	area	where	moving	air	will	disperse	 
the	fragrance	and	neutralizer	throughout	the	entire	area,	 
normally	three	to	six	feet	from	the	entranceway.		 
One	dispenser	covers	approximately	6,000	cubic	feet. 

TCell Dispenser: 

Stock #  Description 

402092		............. White	Dispenser

402149		............. Chrome	Dispenser

402151		............. Gray	Dispenser

402150		............. Black	Dispenser

Case Pack:	12,	Case Weight:	3.5	lbs.,	Case Cube:	.44 

TCell Refills: 
Stock #  Description 

402110		............. Wakening	Spring	Refill

402111		............. Polar	Mist	Refill

402112		............. Blue	Splash	Refill

402187		............. Crystal	Breeze	Refill

402113		............. Citrus	Refill

402369		............. Mango	Blossom	Refill

402470		............. Cucumber	Melon	Refill

402472		............. Tropical	Sunrise	Refill

402473		............. Summer	Sorbet	Refill

402498		............. Pure™	Odor	Neutralizer	Refill

402236		............. Preference	Pack

(Contains	one	refill	each	of	Wakening	Spring,	Polar	Mist,		

Blue	Splash,	Citrus	and	Crystal	Breeze)
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60 - 90 DAYS 

3-6' 

Installation Instructions: 

Wall Mounting 
1.	Dispenser	should	be	positioned	at	a	height	of	6’	(2.2m)	 

and	3’-6’	from	the	door	for	best	results. 

2.		Position	the	Dispenser	over	a	wall	stud	and	secure	with		 
supplied	screws. 

2.80" 

5.368" 

FRESH SCENTFRESH SCENT

Environmental Highlights: 
• Bulk Pack reduces packaging waste 

Lifetime Warranty 
Fully	guaranteed	against	defects	of	parts	and		 
workmanship. 

6' 
1.8m 

World Headquarters: European Headquarters: Asian Headquarters: 
Serving North and South America Serving Europe, Africa and Middle East Serving Asia and Pacific 

Technical Concepts LLC Technical Concepts International Ltd. Technical Concepts Asia 
1301 Allanson Road Peterborough, PE2 6WA, England 14100, Penang, Malaysia 
Mundelein, Illinois 60060 U.S.A. Phone: +44 (0)870 568 6824 Phone: (60) 4 508 5008

Innovative	Hygiene	Solutions Toll Free: 1-800-551-5155 
Fax: 1-800-551-5046 

www.technicalconcepts.com CATA6183 REv 02.000 


