
Features Target range indication

Certification NSF
®
 Certified

Antimicrobial Protection BioCote
®

Measurement Range 0 to 220°F/-18 to +104°C

Calibration Field calibration

Housing Material 304 stainless steel housing

Display Material Polycarbonate lens

Display Size 1.5"/3.8 cm dial

Probe Length 5"/12.7 cm stem

Resolution 2°F/1°C

Vessel Clip Adjustabe stainless steel

Casing Sheath

Mounting Pocket clip

Dimensions 1.5 W x 5.5 H x 1.5 D (in)/3.8 W x 14.0 H x 3.8 D (cm)

Weight 1.0 oz / 28.3 g

Warranty 5-Year Limited Warranty

Replacement Parts AD-F

© 2013 Component Design Northwest, Inc. — 01/13

PO Box 10947

Portland, OR 97296-0947

Tel 800-338-5594

Fax 800-879-2364

info@cdn-timeandtemp.com

www.cdn-timeandtemp.com

Component Design Northwest, Inc.

ProAccurate
®
 Insta-Read

®
 Beverage 

& Frothing Thermometer – 5" Stem
Model: IRB220-F

5-inch stem. 1½-inch magnified dial. Durable 304 stainless steel. Color-coded target range 

indication. Adjustable clip. Calibration tool on sheath. Waterproof.


